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GENERAL NOTES:
. WHERE WILDLIFE/RAPTAR PROTEETION IS REQUIRED, GRAUNDING DAWN
CONDUCTOR SHALL BE INSULATED FROM DVERHEAD SHIELD WIRE TO

g B T S U B, Ve 55 Lo Chacor Bk
BAND gEAmD—Rg/TDAPAINE[I)D g)ﬂsmléEN’g‘D4AmgHPgEENﬂ% 2, m—IREEI?E WILDLIFE/RAFTOR PROTECTION IS REQUIRED USE 600V, INSULATED
NEW :
& CROUND AT GROUND LEVEL (SEE NOTE 1) 3. WHERE WILDLFE/RAPTOR PROTECTION IS REQUIRED USE NON—-SHIELDED

15KV INSULATED CABLE FOR CKANNECTIONS TG FUSE GUTOUTS, SURGE

EXSTING STATK . __EXISTING FOLE BAND ARRESTORS AND CABLE TERMINATION KITS.

4, WHERE WILDUFE/RAFTOR PRUTEGTION IS REQUIRED PROVIDE BUSHING
COVERS SIMILAR TO PREFCRMED LINE PRCDUCTS #WP—115.
+ 5. WHERE WILDUFE/RAFTOR FROTECTION IS REJUIRED USE HUBBELL /OHID
WHERE RAPTOR PROTECTION IS REQUIRED BRASS #7325 MOUNTING BRACKET WITH PROTECTIVE CAPS IN LIED OF
INSTALL ELEVATED PERCH — HUGHES ! I ! #7224 MOUNTING BRAGKET.
m&ﬁ%&%ﬁgg:ﬁé &svg”%jpgc'_'gf_/ ! B. STAFLES ON GROUND WIRE SHALL BE 2°-Q" APART EXCEFT FOR A
DISTANGE OF B'—D” AHQOVE GROUND AND 8'-C" FROM TOP OF FOLE
EXISTING MATERIALS WHERE THEY SHALL BE 8" APART.
S NOTE 3 (TYP.) SEE NOTE 3 (rYP.)
) 7. EQUIPMENT MEM NUMBERS ({1)) REFER TO EQUIPMENT NUMBERS IN
- LANL SUPPORT SERVKES CONTRACTOR'S MASTER BILL OF MATERIALS.
;::m ONLY THOSE NUMBERS LSED ON THIS DRAWING ARE SHOWN.
(= EXISTNG PRIMARY —
> IO, LINE CKT, S-
SEE NOTE 5 (TYP.)
Z 5!—:011-:2 . . CLEARANCE BILL OF MATERIALS
" NQ. 1/0 AWG STR. BARE ITEM DESCRIPTION QTY| MFR. CATALOG No.
SOFT CU. (SEE NOTE 3) (7) | SPRING WASHER, 5/8" SIZE 1 |JosLw U177
@\ SEE NOTE 4 (TYP.) @ CRIMP CONNECTGR 1 | HYTAP
NO.4 AWG STR. BARE @) |cLAMP, HaT LNE, FaR ansk 6 | BHANGE #51520-AGP
MED HARD DRAWN TV,
(SEE NOTE 2) HOT LNE CLAMP ADAPTER, 1/0—4/0 ACSR 8 | FCI-BURNDY #vCB—2BU2A
dl (9 | DIST. FUSE CUTOUT, 1DD AMP. 3 | KEARNEY #KX151E1-17
\ @0) | DIST. TYPE METAL OXIDE SURGE ARRESTER WITH MOUNTING BRACKET 3 | HUBBELL/CHID BRASS NODEL
GROUND METALLIC CAPACITGR STAND TO POV-10d, #213615-7224
™\, o S S YA OB, A 0 /8 o corre w7 ST 0
TO TRANSFORMER (2 | CROUND WIRE STAPLE, 2° AS | JOSLYN {AIBESS
GND. SEG, NEUTRAL CONDUGTOR e
» ac" " x B
@’ Nt e e (6) | GROUND ROD, 3/4° X B 1 | JoSLYN {15338
€B) $7) | GROUND ROD CLAMP, HEX HEAD, 3/4" 1 |JosLN ¢B4B3
&8 | CLEVIS, WITH INSULATGR 1 [JOSLYN $J0342/4101
\ NEW__"C, WITH 3 NG.___: STRAP TO FOLE THOMAS & BETTS/BLACKBURN
‘ WITH 2—HDLE SUPPORTS EVERY 5' ON CENTERS: SERVICE WEDGE CLAMP 1) jwez1
\ GROUND CONDUIT TO POLE GND. WIRE 3/4" GALVANIZED SPRING WASHERS 2 | JOSLYN §I3541
\ AS
== SERVICE DROP CABLE, TRIPLEX
@ REQ'D
PROVIDE & LENGTH OF WQOD
MCLDING 70 FRUTECT GROUND
WIRE; STAPLE TQ ROLE
2'—0"
VNS GONNEST EXISTING NO. 4 AWG,
I TO NO. 1/0 AWG. GROUND WIRE
1'—g WITH CONNECTOR
[ i)
NOTES FOR DESIGNER:
1 EDO NOT INCLUDE ON CONSTRUCTION
RAWIN
1. COMPLY WITH CURRENT EDION aF
- S PROTOGIL AND LOGATION OF N | oaE |G DESCRPTION OWN |VER|HKD] 508 | PP
IR OULES NATERIAL,

2. ASSIGN AN APPROPRIATE DRAWING
NUMBER PER CLIRRENT EDITKIN DF
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EXISTING ND. 4 AWG :
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NEW GROUND RCD GROUND WIRE FOR DETAILS
AR LANL ENGINEERING MANUAL —
SITE ELECTRICAL DISTRIBUTION STDS.
CESEN D, BRYANT
SIDE ELEVATION FRONT ELEVATION
DISTRIBUTKIN SHETKED
POLE MCUNTED CAPACITOR INSTALLATKON DETAIL J. LANDNAN
POLE MOUNTED CAPACITOR INSTALLATION DETAIL BLDG. X x| "= | 5/50/2
SCALE: NONE DRAWING DEVELOPED FOR ML-3/ML-4 BUBMTIER APPRGVED FOR RELEASE
PRGJECTS. FOR ML—1/ML-2, DISCPLINE POCI DAVID POWELL STANDARTS MANAGER: TBBIN ARUCH
ADDITIONAL REQUIREMENTS AND QA SHEET
REVIEWS ARE REQUIRED. (REMGVE
THIS NOTE WHEN INSERTED INTO A 1
DRAWING PACKAGE). o LOSA 0 box 1063
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